
FIG. 1 





^214 














ID KEY 
READER 




COMMUNICATION 
DEVICE 



MICRO- 
PROCESSOR 



NOTIFICATION & IDENTIFICATION 
DEVICE 




FIG. 2 



( main y- 



300 

I 




YES 



304 



DETERMINE 
LOCATION AND 
NATURE OF 
ALARM 



~T~ - 

LOOKUP 
TECHNICIANS 
ON DUTY 



r306 



FILTER 
AVAILABLE 
TECHS 



308 



DETERMINE 
CLOSEST 
TECH#1 



312 



314 



316 



GENERATE 
EVENT CODE 
#1 AND ASSIGN 

TO TECH #1 

I 



TRANSMIT TO 
TECH #1 



DETERMINE 
CLOSEST 
TECH #2 



310 

r 



NERATE I 



GENERATE 
EVENT CODE 
#2 AND ASSIGN 
TO TECH #2 



320 



FIG. 3A 




330a 



(RESPONSE^ 




NOTIFICATION 

FOR 
SUBSEQUENT 
ALARMS 

350 1 



TECH #1 
NOT TO 
RESPOND 

330a 



FIG. 3B 



RETURN^) 




YES 
j r390 



RECORD 
NEW ALARM 



FIG. 3C 




FIG. 5 





RESTART 




TIMER 



610 



RECEIVE 
RAINFALL DATA 
FROM SENSOR 



ACCUMULATE 
RAINFALL DATA 



612 



614 




JO ^A<618 

l<™eout?> 



EVENT 
NOTIFICATION: 
HIGH RAINFALL 
RATE 



624 



YES 



NORMAL DATA 
REPORT 


620 


rNO- 


< EVENT > 

Naccept/ 

YES 


I 


622 


RESET 
ACCUMULATOR 












DISABLE 








CONNECTED 








EVENTS 



628 



FIG. 6 



